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	OPERATIONAL REQUIREMENTS
	NOTICE OF INTENT AND AUTHORIZATION
	A person wishing to conduct a wastewater discharge activity under this permit and whose total discharge volume is equal to or greater than 250,000 gallons, must submit a Notice of Intent (NOI) to the Alaska Department of Environmental Conservation. Se...
	A Notice of Intent is not required if the total discharge volume is less than 250,000 gallons. However, the water quality standards in 18 AAC 70 and the terms and conditions in this permit still apply to any activity conducted under this permit even i...
	The Notice of Intent must be accompanied by the appropriate permit fee found in 18 AAC 72, 4TUhttp://www.state.ak.us/dec/water/wwdp/online-permitting/fees.htmU4T, or any such regulations as amended.
	The Department will, in its discretion, deny use of this general permit, or attach or waive conditions appropriate for the disposal activity, as specified in the written authorization.
	The applicant must contact the Alaska Department of Fish and Game, Office of Habitat Management and Permitting for approval, 4TUhttp://www.habitat.adfg.alaska.gov/U4T , two weeks prior to any discharge, if the discharged water will enter a fish-bearin...
	The applicant must contact the Alaska Department of Natural Resources, Division of Mining, Land, & Water, 4TUhttp://www.dnr.state.ak.us/mlw/U4T, for any dewatering operation where the discharge volume exceeds 30,000 gallons of water per day to determi...
	The written authorization is effective for the period beginning on the effective date of the authorization and lasting through its expiration date. If this permit is modified or renewed during the term of the written authorization, the new permit requ...

	CONTAMINATED SITE
	If the Department determines that a known contaminated site(s), within one mile of a proposed dewatering activity with a wastewater discharge volume equal to or greater than 250,000 gallons, would be impacted by the dewatering activity the applicant s...
	Data about the contaminated site(s) including the type and concentration of contaminants, whether the contaminant(s) are solid, liquid, or dissolved, and the size and location of any contaminant plumes:
	A detailed geohydrologic report by a geologist, hydrologist, or engineer professionally licensed to practice in the State of Alaska.  This report must specifically address the impact of the proposed dewatering activity on the location of any adjacent ...
	Proposed or existing monitoring wells that are capable of providing information on groundwater elevations, whether contaminants are being smeared below the natural minimum groundwater elevation, whether the contaminant plume is being diverted, and whe...
	The proposed treatment of contaminants that are entrained in the dewatering and the contaminant discharge concentrations.  Treatment plans must be designed and stamped by an engineer professionally licensed to practice in the State of Alaska;

	The information described in Section 1.2.1 is not required if the applicant can demonstrate that the contaminated site(s) within one mile of the dewatering site does not affect the groundwater;
	The information described in Sections 1.2.1.2 is not required if the proposed dewatering will not drop the groundwater level below the natural minimum groundwater elevation as recorded by the U.S. Geological Survey or another source the Department det...
	When the dewatering activity may adversely affect a contaminated site by moving or smearing contaminants, the applicant must use construction practices such as cofferdams, or other methods to prevent adverse effects upon groundwater quality.

	REQUIREMENTS
	During the period beginning on the effective date of the authorization and lasting through the expiration date, a permittee is authorized to discharge wastewater as specified in this section.
	Wastewater discharged from a dewatering activity shall not exceed the following limitations:
	The discharge shall not cause thermal or physical erosion.
	The discharge shall not cause a change in established flow patterns of the receiving water nor shall it cause flooding which results in property damage.
	A waiver of the minimum separation distance between a drinking water source and a potential source of contamination is sometimes based on the direction of flow of the groundwater.  The dewatering operation shall not cause a drinking water source with ...
	The discharge shall not cause destruction of vegetation.
	The discharge shall not create a thermal barrier to fish movement.
	The discharge shall not result in the exclusion of fish from aquatic habitat.
	The discharge shall not cause re-suspension of sediments in receiving waters.
	The discharge shall be free of any additives such as antifreeze solutions, methanol, solvents, or corrosion inhibitors; garbage; toxic substances; grease and oils which produce a sheen; foam in other than trace amounts; or other contaminants.
	If a sheen is observed in the discharge the permittee shall stop the discharge immediately, use sorbent materials to control the sheen, and contact the Department immediately.
	The discharge shall not cause a violation of the Alaska Water Quality Standards 18 AAC 70.
	Groundwater elevations may not be affected in a manner that reduces the quantity or quality of the water drawn from wells owned by others in the area, unless prior arrangements are made to either provide suitable water to those owners, or those wells ...
	This permit or written authorization does not constitute a grant of water rights.


	MONITORING
	A permittee discharging 250,000 or more gallons of wastewater within one mile of a contaminated site shall monitor the wastewater stream in the following manner and frequency while the discharge is occurring. If the monitoring results show that the ef...
	Iron precipitation from iron concentrations found in some ground waters has the potential to cause settleable solids to exceed the limits in Section 1.4.1 of this permit.  The Department recommends that the applicant determine the iron concentration i...
	A permittee with a discharge estimated to be less than a total of 250,000 gallons of wastewater shall perform the visual monitoring listed in Section1.4.4.  The data generated from this monitoring will only need to be reported to the Department if the...
	Monitoring requirements if less than 250,000 gallons are discharged:
	Test procedures used for sample analysis shall conform to methods cited in 18 AAC 70.020(c), as amended. The permittee may substitute alternative methods of monitoring or analysis upon receipt of prior written approval from the Department.
	The permittee shall use current calibrated equipment when taking field measurements, and shall use bottles and sampling procedures provided by a laboratory when taking samples for laboratory analysis.
	Samples and measurements taken shall be representative of the volume and nature of the monitored discharge.
	Additional monitoring parameters and increased monitoring frequency may be required on a case-by-case basis.
	If the permittee monitors any influent, effluent, or surface water characteristic identified in this permit more frequently than required, the results of such monitoring shall be reported to the Department in the monitoring report required under Secti...

	MANAGEMENT PRACTICES
	The permittee shall take whatever steps are necessary to maintain the dewatering operation in such a manner that the terms and conditions of this permit are met.  This includes leaving the dewatering site, including any settling ponds, in a condition ...
	The permittee, when using an earthen channel to transport wastewater from a
	dewatering operation to the receiving water, shall not drive construction equipment in the channel in such a manner as to re-suspend sediment.
	The permittee shall maintain fuel handling and storage facilities in a manner that prevents the discharge of petroleum products into receiving waters.

	REPORTING
	For a discharge equal to or greater than 250,000 gallons, monitoring results shall be recorded on a ADEC Discharge Monitoring Report (DMR), and submitted no later than the 14th day of the month following the month that each sampling occurs. Reporting ...
	Knowingly making a false statement, by the permittee, the operator, or other employees, including contractors, on any such report may result in the imposition of criminal penalties as provided under AS 46.03.790.

	RECORDS RETENTION
	CHANGE IN DISCHARGE
	TOXIC POLLUTANTS
	ACCIDENTAL DISCHARGES
	NONCOMPLIANCE NOTIFICATION
	If, for any reason, the permittee does not comply with any term or condition specified in this permit, the permittee shall cease discharging immediately and report the noncompliance to the Department within 24 hours of becoming aware of such noncompli...
	A written follow-up report shall be sent to the Department within seven (7) days of a noncompliance event.  The written report shall contain, but is not limited to:
	Times and dates during which the event occurred, and the time the discharge was stopped or the noncompliance was corrected;
	A detailed description of the event, including quantity and type of materials causing the noncompliance;
	Details of any actual or potential impact on the receiving environment or public health;
	Details of actions taken or to be taken to correct the cause(s) of the event and to remedy any damage that result from the event.
	A permittee may use the ADEC non-compliance notification form to provide the required information of this section.  This form is available at the website address provided in Section 1.6.1 or send a request to the email address provided in Section 1.6.1.
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