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	Water Haul Checklist
Water Haul Checklist (continued)

	Project Name:
	     
	Date:
	     

	Engineer Name:
	     
	AK P.E. License No.:
	     

	

	This checklist is required for all water-haul tank systems that provide water to one or more public or private water systems, not including owner hauled water for a single owner occupied dwelling.



	Submittal Requirements
	Regulatory Reference

	
	

	1. The source of the water must be identified.  Water must be obtained from an approved DEC community or non-transient non-community water system.  If permits are needed from the supplier, copies of the required permits must be included with the submittal.
	18 AAC 80.205

	     

	

	2. The population served and area of service must be identified.
	18 AAC 80.205

	[bookmark: Text1]     

	

	3. Schematic drawings and component specifications of the water haul system.
	

	     

	

	4. A unique tank identification number, such as tank manufacturer serial number, must be provided.  This number should be permanently affixed to the tank.  This will be referenced in issuing the DEC PWSID (public water system identification number).
	

	     

	

	5. The water tank must be conspicuously marked "Potable Water Only".
	18 AAC 80.220(e)

	     

	

	6. The make and type of the components used in the system must be identified.  Components used, which will be in contact with the drinking water, must be NSF approved where possible, or composed of NSF approved materials where possible, or constructed in accordance with accepted public drinking water system standards.
	18 AAC 80.030

	     

	

	7. Water tank vents are screened and readily accessible.  Water tank vents must be designed to minimize icing problems and the associated risk of positive or negative pressure situations.
	

	     

	

	8. Exhaust vents from engines are directed away from any drinking water vents or outlets.
	

	     

	

	9. The fittings used on hoses must consist of anchored, locking fitting ("Cam-Lok" or equivalent) which provide a tight connection and prevent the hose from extending down into the water of the haul tank or delivery tank.  End caps should be provided on hoses.
	

	     

	

	10. Hoses are stored in safe, protected manner which prevents contamination when not in use.
	

	     

	

	11. Food grade lubricants must be used in drinking water pumps.
	

	     

	

	12. An operator log is maintained and available which includes: maintenance (periodic cleaning), dates of delivery, delivery locations and delivery amounts.
	

	     

	

	13. A "Standard Operating Procedures" manual is available which includes cleaning/disinfecting protocol, flushing protocol, sampling protocol and routine maintenance schedules.
	

	     

	

	14. Haul tank fill lines must have an appropriate backflow prevention assembly that include either (for top-fill tanks) an air-gap that is at least two-pipe diameters of the fill line or (for bottom-fill tanks) a double check valve.
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