
CLEAN-UP DECISION 
DOCUMENT 

LONG ISLAND 
KODIAK, ALASKA 

(FUDS Property Nos. FlOAK0280-01, 
FlOAK0280-02, FlOAK0280-03) 

FINAL 
AUGUST 2005 

Prepared for: Prepared by: 
U.S. Army Corps of Engineers Jacobs Engineering Group Inc. 
P.O. Box 6898 4300 B Street, Suite 600 
Elmendorf AFB, Alaska 99506-6898 Anchorage, Alaska 99503 

Total Environmental Restoration Contract 
Contract No. DACA 85-95-D-0018 

Task Order No. 06 



TABLE OF CONTENTS 
SECTION PAGE . 

................................................................................... ACRONYMS AND ABBREVIATIONS v 

........................................................................................ PART 1 : THE DECLARATION 1-1 

.................................................................... 1 . 1 SITE NAME AND LOCATION -1-1 

................................................... 1.2 STATEMENT OF BASIS AND PURPOSE 1-1 

................................................................................. 1.3 ASSESSMENT OF SITE 1 -2 

................................................... 1.4 DESCRIPTION OF SELECTED REMEDY 1-3 

1.5 

1.6 

PART 2: 

2.1 

2.2 

PART 3: 

PART 4: 

4.1 

4.2 

4.3 

4.4 

4.5 

4.6 

4.7 

4.8 

............................................................. STATUTORY DETEFWINATIONS -1-4 

....................................................... DATA CERTIFICATION CHECKLIST -1-4 

............................................................................ THE DECISION SUMMARY 2-1 

............................ SITE NAME. LOCATION. AND BRIEF DESCRIPTION 2-1 

............................................................................................... SITE HISTORY 2-2 

................................................................... . COMMUNITY PARTICIPATION -3 1 

.............................................................................. SITE CHARACTERISTICS -4-1 

CONCEPTUAL SITE MODEL ....................................................................... 4-1 

.......................................................................................... SITE OVERVIEW -4-1 

............................................................................. SAMPLING STRATEGY - 1  

SOURCES OF CONTAMINATION ............................................................... 4-4 

............... TYPES OF CONTAMINATION AND THE AFFECTED MEDIA 4-4 

RELEASE MECHANISMS ............................................................................ 4-5 

FATE AND TRANSPORT .............................................................................. 4-6 

CONTAMINANT CONCENTRATIONS AND EXTENT OF 
........................................................................................ CONTAMINATION 4-6 

............................................................................................ 4.8.1 Burt Point 4-8 

....................................................................................... 4.8.2 Castle Bluff 4-10 

......................................................................................... 4.8.3 Deer Point 4-13 

...................................................................................... 4.8.4 Garage Area 4-17 

............................................................................. 4.8.5 Headquarters Area 4-19 

4.8.6 North Cape ........................................................................................ 4-25 

......................................................................................... 4.8.7 Point Head 4-27 

.......... 4.9 HUMAN RECEPTORS AND POTENTIAL EXPOSURE ROUTES 4-27 

4.10 ECOLOGICAL RECEPTORS AND POTENTIAL EXPOSURE 
....................................................................................................... ROUTES -4-30 



TABLE OF CONTENTS 
(continued) 

SECTION . PAGE 

4.1 1 GROUND WATER ....................................................................................... 4 3 1  

PART 5: CURRENT AND POTENTIAL FUTURE LAND AND WATER USES ......... 5-1 

PART 6: SUMMARY OF SITE RISKS ........................................................................... -6-1 

6.1 IDENTIFICATION OF CHEMICALS OF CONCERN ................................. 6. 1 

6.2 EXPOSURE ASSESSMENTRISK EVALUATION ..................................... 6.3 
6.3 TOXICITY ASSESSMENT ............................................................................ 6-4 

............................................................................ 6.4 SOIL RISK EVALUATION 6-5 

6.4.1 Method Three Alternative Cleanup Levels .......................................... 6-5 

6.4.2 Cumulative Risk Soil ........................................................................... 6-7 

6.5 SEDIMENT RISK EVALUATION ................................................................ 6-8 

..................................................... 6.6 GROUNDWATER RISK EVALUATION 6-8 

........................................................... 6.6.1 Cumulative Risk Groundwater -6-9 

.................................................. 6.7 SURFACE WATER RISK EVALUATION -6-9 

6.8 

6.9 

PART 7: 

PART 8: 

8.1 

8.3 

PART 9: 

......................................................... ECOLOGICAL RISK EVALUATION 6-10 

BASIS FOR RESPONSE ACTION .............................................................. 6-10 

REMEDIAL ACTION OBJECTIVES .............................................................. -7-1 

DESCRIPTION OF ALTERNATIVES ............................................................. 8-1 

REMEDY COMPONENTS ............................................................................. 8-1 

8.1.1 Alternative 1 - No Action .................................................................... 8-1 

8.1.2 Alternative 2 - Apply ADEC Method Three Cleanup Levels and 
Informational Institutional Controls ................................................... -8-1 

COMMON ELEMENTS AND DISTINGUISHING FEATURES OF 
EACH ALTERNATIVE ................................................................................. 8-1  

8.2.1 Key Applicable or Relevant and Appropriate Requirements .............. 8. 1 

8.2.2 Long-Term Reliability of Remedy ....................................................... 8-2 

8.2.3 Quantity of Untreated Waste and Treatment Residuals to Be 
Disposed of Offsite or Managed Onsite ............................................... 8-2 

8.2.4 Estimated Time For Design And Construction .................................... 8-2 

8.2.5 Estimated Time To Reach Remediation Goals .................................... 8-2 

8.2.6 Estimated Costs ................................................................................... -8-2 

EXPECTED OUTCOME OF EACH ALTERNATIVE ................................. 8-2 

COMPARATIVE ANALYSIS OF ALTERNATIVES ...................................... 9-1 

. . 
1:\TERC\T006Kodiak\05M3053S\wp\Decision DocumentVinal\Dec Doc.doc 11 
FINAL 
8/5/2005 



TABLE OF CONTENTS 
(continued) 

SECTION 
'! 

PAGE . 
i PART 10: PRIMARY CONSTITUENTS OF CONCERN ............................................... 10-1 

..................................................................................... PART 1 1 : SELECTED REMEDY 11 . 1 

.... 1 1.1 SUMMARY OF THE RATIONALE FOR THE SELECTED REMEDY 11-1 

... . 1 1.1.1 Application of ADEC Method Three Alternative Cleanup Levels 1 1 1 

1 1.1.2 Recorded Deed Notices ..................................................................... 11-2 

................................ 1 1.2 COST ESTIMATE FOR THE SELECTED REMEDY 11-2 

..................... 1 1.3 EXPECTED OUTCOMES OF THE SELECTED REMEDY .1 1.3 
........................................................................................ 1 1.4 REOPEN CLAUSE 11-3 

.............................................................. PART 12: STATUTORY DETERMINATIONS -12- 1 

....... 1 2.1 PROTECTION OF HUMAN HEALTH AND THE ENVIRONMENT 12-1 

12.2 COMPLIANCE WITH APPLICABLE OR RELEVANT AND 
............................................................ APPROPRIATE REQUIREMENTS 12-1 

.............................................................................. 12.3 COST EFFECTIVENESS 12-2 

12.4 UTILIZATION OF PERMANENT SOLUTIONS AND ALTERNATIVE 
TREATMENT TECHNOLOGIES TO THE MAXIMUM EXTENT 

........................................................................................... PRACTICABLE 12-2 

........ 12.5 PREFERENCE FOR TREATMENT AS A PRTNCIPAL ELEMENT .1 2.2 

................................................. 12.6 FIVE- YE%R REVIEW REQUIREMENTS 12-2 

................................... PART 13: DOCUMENTATION OF SIGNIFICANT CHANGES 13-1 
................................................................. PART 14: R.~SPONSIVENESS SUMMARY 14-1 

PART15: REFERENCES .................................................................................................. 15-1 

TABLES 

Table 1-1 

Table 4-1 

Table 4-2 

Table 4-3 

Table 4-4 

Table 4-5 

Table 4-6 

Table 4-7 

Table 4-8 

................................................................................. Site Closure Delineation 1-3 

Site Closure Delineation ................................................................................. 4-8 

...................................................................................................... Burt Point 4-10 

................................................................................................... Castle Bluff 4-14 

..................................................................................................... Deer Point 4-17 

.................................................................................................. Garage Area 4-20 

......................................................................................... Headquarters Area 4-24 

.................................................................................................... North Cape 4-25 

..................................................................................................... Point Head 4-29 

... 

1:\TERC\T006-Kodiak\05M3053S\wp\D~ision Do~ment\FinalU)ec Doc.doc 111 
FINAL 
8/5/2005 



TABLE OF CONTENTS 
(continued) 

SECTION 

Table 6-1 

Table 9-1 

Table 10-1 

Figure 2-1 

Figure 4-1 

Figure 4-2 

Figure 4-3 

Figure 4-4 

Figure 4-5 

Figure 4-6 

Figure 4-7 

Figure 4-8 

Figure 4-9 

Figure 4- 10 

Appendix A 

Appendix B 

Appendix C 

Comparison of Soil Cleanup Levels for Contamination at Long Island.. . .. .. . .. 6-7 i 

Comparison of Alternatives ............................................................................. 9-1 

Primary Constituents of Concern.. . . .. . ... . . . . . .. .. . . .. . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 0- 1 

FIGURES 

Long Island Areas Of Concern ................................. ................ .. ................. .... 2-3 

Human Health Conceptual Site Model ............................................................ 4-2 

Long Island Site Map ............................. .. .... ................ ........... ... .. .... ................ 4-7 

Burt Point Site.. . . . . . . . . . . . . .. . . . . . . . . . . . . . . .. . . . .. . . . . . . . . . . . . . . . .. . . . . . . . . . . . . . . . . .. . . . . . . . . . . . . . . . . . . . . . .. . . -4-9 

Castle Bluff Site ............................................................................................. 4 1  1 

Deer Point Site ... .. ...... .... ......................... . . ............. . . . . ........ . 4 -  15 

Garage Area Site .... .... .... ......... ............... .. . .  . . . . ........ . . . . . . 4 -  1 8 

Headquarters Site ............. .. . ... . ........... .... ..... ......... . . . . . . . . . 4 2  1 

Iris Point And Dolgoi Lake Site ..................................................................... 4-22 

North Cape Site. ..... .. .. .... .......... . ................ ......... .. .. . .. ..... .. .... ..... ........ ...... .. .. ... 4-26 

Point Head Site ..... ............. ............. ...... . ....... .. ..... ........ .. .. .... .... ........ . .... . .. ... .. -4-28 ,,I 
APPENDICES 

Draft Decision Document Response to Comments 

Applicable or Relevant and Appropriate Requirements 

Cumulative Risk Calculation Documentation 

I:\TERC\T005Kodiak\05M3053S\wp\Decision Document\Final\Dec Doc.doc 

FINAL 
8/5/2005 



ACRONYMS AND ABBREVIATIONS 

AAC 

ACL 

ACM 

ADEC 

ANCSA 

AOC 

ARAR 

AST 

BLM 

CERCLA 

CFR 

coc 
COPC 

CSF 

CSM 

DEW 

DoD 

DRO 

EPA 

Foc 

FUDS 

GRO 

IRA 

mgkg 

mdL 
NA 

ND 

NDAI 

N/E 

NFRAP 

Alaska Administrative Code 

alternative cleanup level 

asbestos-containing material 

Alaska Department of Environmental Conservation 

Alaska Native Claims Settlement Act 

area of concern 

applicable or relevant and appropriate requirement 

aboveground storage tank 

Bureau of Land Management 

Comprehensive Environmental Response, Compensation, and Liability Act 

Code of Federal Regulations 

chemical of concern 

contaminant of potential concern 

cancer slope factor 

conceptual site model 

Defense Environmental Restoration Program 

U.S. Department of Defense 

diesel-range organics 

U.S. Environmental Protection Agency 

fraction of organic carbon 

formerly used defense sites 

gasoline-range organics 

interim removal action 

milligram per kilogram 

milligram per liter 

not applicable 

not detected 

No Defense Action Indicated 

none established 

No Further Remedial Action Planned 

I:\TERC\T006-Kodiak\OSM30535\wpU)ecision Docurnent\FinalWec Doc.doc v 
FMAL 
8/5/2005 



PAH 

PCB 

POL 

QA 

QC 
RAO 

RCRA 

RfD 
RI 

RRO 

SAIC 

SHPO 

SVOC 

TBC 

TOC 

TRPH 

TSCA 

USACE 

USAED 

USC 

UST 

VOC 

"C 

ACRONYMS AND ABBREVIATIONS 
(continued) 

polynuclear aromatic hydrocarbon 

polychlorinated biphenyl 

petroleum, oil, and lubricants 

quality assurance 

quality control 

remedial action objective 

Resource Conservation and Recovery Act 

reference dose 

remedial investigation 

residual-range organics 

Science Applications International Corporation 

Site Historic Preservation Officer 

semivolatile organic compound 

to be considered 

total organic carbon 

total recoverable petroleum hydrocarbons 

Toxic Substances Control Act 

U.S. Army Corps of Engineers 

U.S. Army Engineer District, Alaska 

United States Code 

underground storage tank 

volatile organic compound 

degrees Celsius 

I:\TERC\T006Kodiak\0SM30535\wp\Decision DocumentWinal\Dec Doc.doc 

FINAL 
8/5/2005 



PART 1: THE DECLARATION 
i 

1.1 SITE NAME AND LOCATION 

Long Island is the site of Fort Tidball, a former World War Two coastal defense installation. 

Since 1986, the United States Army Engineer District, Alaska (USAED), has conducted 

environmental restoration activities on Long Island under the Defense Environmental Restoration 

Program (DEW) for Formerly Used Defense Sites (FUDS). 

The Long Island (Fort Tidball) site is located in the Gulf of Alaska, approximately 6 air miles 

northeast of the city of Kodiak, Kodiak Island, Alaska. The Long Island site spans 1,320 acres. 

The site coordinates are 57 degrees, 45 minutes north by 152 degrees, 25 minutes west. 

The Long Island (Fort Tidball) site is also known by its U.S. Environmental Protection Agency 

(EPA) identification number (AK0000707554), its FUDS property number (FlOAK0280), and its 

Alaska Department of Environmental Conservation (ADEC) record key number 

\ (1 98 125x902502). 

1.2 STATEMENT OF BASIS AND PURPOSE 

Authorities: DEW, United States Code (USC), Title 10, Section 2701 et seq.; Comprehensive 

Environmental Response, Compensations, and Liability Act (CERCLA), 42 USC 9601 et seq.; 

Executive Order 12580, Federal Register, Title 52, Chapter 2923 (23 January 1987); the National 

Contingency Plan, Code of Federal Regulations, Title 40, Chapter 300. 

This Decision Document presents the U.S. Army Corps of Engineers (USACE) selected remedy 

for the Long Island Site, Long Island, Alaska, which was chosen in accordance with CERCLA, as 

amended by the Superfund Amendments and Reauthorization Act, the National Oil and 

Hazardous Substances Pollution Contingency Plan, and the State of Alaska's Oil and Hazardous 

Substance Cleanup Regulations. This decision is based on the Administrative Record file for this 

site. 

ADEC concurs with the selected remedy. 
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1.3 ASSESSMENT OF SITE 

The response action selected in this Decision Document is necessary to protect public health, 

welfare, or the environment fiom actual or threatened releases of pollutants or contaminants fiom 

this site, which may present an imminent and substantial endangerment to the public health or 

welfare. 

Prior response actions for Long Island primarily addressed contaminated soil and groundwater 

and included: 

Limited excavation and offsite treatment of petroleum oil, and lubricants (POL)-contaminated 
soil 

Removal of surface soil with polychlorinated biphenyl (PCB) concentrations greater than 
1 milligram per kilogram ( m a g )  and subsurface soil greater than 10 m a g .  PCB- 
contaminated soil with concentrations between 1 and 10 mgkg was left in place below 2 feet 
below ground surface. 

Building demolition and debris removal 

Risk screening and development of alternative cleanup levels (ACL) 

Groundwater monitoring 

Informational institutional controls in the form of deed notices 

The purpose of the response actions conducted from 1986 through 2003 was to reduce the risks 

associated with potential exposure to chemical contaminants or metals in the soil, sediment, 

groundwater, and surface water. Based on the results of the site inspections and the 1994 

Remedial Investigation (RI), discrete sites in each area of concern (AOC) were targeted for 

cleanup actions or further investigation. During previous investigations or removal actions, the 

primary contaminant sources were removed and samples of the soil, sediment, groundwater, and 

surface water were collected for laboratory analysis. The primary contaminant sources included 

underground storage tanks (UST), transformers containing PCBs, and aboveground storage tanks 

(AST) that once contained fuel or heating oil. PCB-contaminated soil and the associated 

transformers were packaged and disposed of at a Toxic Substances Control Act-permitted landfill 

in Grandview, Idaho. Fuel-contaminated soil associated with the tanks was removed and 

thermally treated in Kodiak, Alaska. Asbestos-containing materials (ACM) associated with 

demolished buildings and debris were packaged and transported to a permitted treatment, storage, 
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and disposal facility. Table 1-1 lists the cleanup level and closure delineation associated with 

each site. 

Table 1-1 
Site Closure Delineation 

Burt Point 
North Cape 

Castle Bluff 
Deer Point 

Garage Area 
Headquarters Area 

Point Head 

Method Two 

- - 

Method Three 
Alternative Cleanup 
Levels: 1,200 mg/kg 

DRO 

Site closed under Method Two cleanup levels, no further 
action required. NFRAP and NDAl status will be applied. I 
Informational institutional controls in the form of deed 
notices will be attached to the property for locations where 
Method Three cleanup levels were applied. NFRAP and 
NDAI status will be applied. 

- - 

Note: For definitions, see the Acronyms and Abbreviations section. - 

1.4 DESCRIPTION OF SELECTED REMEDY 

Based on the results of the RIs, removal actions, and risk analyses, ADEC and USAED have 

determined that the selected remedy will: 

Apply ADEC Method Three ACLs established using site-specific soil data. 

Apply informational institutional controls to all sites where Method Three ACLs are applied. 

Apply No Further Remedial Action Planned (NFRAP) and No Defense Action Indicated 
(NDAI) status. NFRAP status and NDAI determination indicate that no further investigation, 
monitoring, cleanup work, or site improvements are necessary to address chemical 
contamination from past U.S. Department of Defense (DoD) activities at the site. 

Informational institutional controls will document cleanup work done,to date and the fact that 

low-level (below ACLs) petroleum-contaminated soil remains onsite and needs to be properly 

managed in the future. Institutional controls at these sites will be in the form of a deed notice 

attached to the property records. The deed notice will inform current and future land owners of 

the prior cleanup activities, approved cleanup levels, and remaining contaminants to help limit the 

movement, without prior notification to ADEC, of any soil from the sites where the Method 

Three cleanup levels were applied. Leisnoi Inc., the current landowner of Long Island, has 

agreed to implement these institutional controls. Twenty-two out of the 38 discrete sites on Long 

Island have Method Three ACLs and will have a deed notice registered. These 22 discrete sites 

are identified on Figures 4-2 through 4-10 and have been surveyed in order to identify the 
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respective site boundaries. This information will be used to update land records. The remaining 

16 sites are considered closed as they meet Method Two and Table C cleanup levels. 

1.5 STATUTORY DETERMINATIONS 

The selected remedy protects human health and the environment, complies with federal and state 

requirements that are legally applicable or relevant and appropriate to the remedial action, and is 

cost effective. This remedy utilizes permanent solutions to the maximum extent practicable. 

Prior treatment of the POL-contaminated soil on Kodiak Island satisfies the statutory preference 

for treatment as a principal element. Because the remedy will not result in hazardous substances, 

pollutants, or contaminants remaining onsite above levels that allow for unlimited use and 

unrestricted exposure, a five-year review will not be required for this selected remedy. 

1.6 DATA CERTIFICATION CHECKLIST 

The following information is included in the Part 2 of this Decision Document. Additional 

information can be found in the Administrative Record file for this site: 
\ 

Chemicals of concern (COC) and their respective concentrations (Section 5.8, Contaminant 
j 

ConcentrationsIExtent of Contamination, and Tables 5-1 through 5-7) 

Baseline risk represented by the COCs (Section 7, Summary of Site Risks) 

Cleanup levels established and basis for the levels (Section 7, Summary of.Site Risks, and 
Table 7- 1) 

H O ~  contaminated source materials are addressed (Section 12, Selected Remedy) 

Current and reasonably anticipated future land-use assumptions and current and potential 
future beneficial uses of groundwater used in the baseline risk evaluation and Decision 
Document (Section 6, Current and Potential Future Land and Water Uses) 

Potential land and groundwater use that will be available at the site as a result of the Selected 
Remedy (Section 12.3, Expected Outcomes of the Selected Remedy) 

Estimated capital, annual operations and maintenance, and total present-worth costs; discount 
rate; and the number of years over which the remedy cost estimates are projected 
(Section 12.2, Cost Estimate for the Selected Remedy) 

Key factors that led to selecting the remedy (Section 10, Comparative Analysis of 
Alternatives) 
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AUTHORIZING SIGNATURES 

This Decision Document presents the selected remedy for the Long Island FUDS Property. 

USACE is the lead agency under the DEW at the Long Island FUDS and has developed this 

Decision Document consistent with CERCLA, as amended, and the National Oil and Hazardous 

Substances Pollution Contingency Plan. This Decision Document will be incorporated into the 

larger Administrative Record file for the Long Island site, which is available for public view at 

the Kodiak Library in Kodiak, Alaska. This document, presenting a selected remedy with 

anticipated present-worth costs of $18,000, is approved by the undersigned, pursuant to 

Memorandum, DAIM-ZA, 9 September 2003, Subject: Policies for Staffing and Approving 

Decision Documents, and to Engineer Regulation 200-3-1, FUDS Program Policy. 

APPROVED: 

' 200s 
~ i d t h ~  J. ~ a l l a ~ H  Date / 

.I Colonel, corps ofMgineers 
District Engineer 
Alaska District 

This signature sheet documents the decision made for the Long Island FUDS Property. ADEC 
concurs with the USACE-selected remedy. The decision may be reviewed and modified in the 
future if new information becomes available that indicates the presence of previously 
undiscovered contamination or exposures that may cause unacceptable risk to human health or 
the environment. 

Alaska Department of Environmental Conservation 
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PART 2: THE DECISION SUMMARY 

2.1 SITE NAME, LOCATION, AND BRIEF DESCRIPTION 

A detailed description of the site is provided in the Final Remedial Investigation Repor1 (USAED 

1994). A summary of the site description and a discussion of the evolution of the regulatory 

status of the site are provided in the following sections. 

The Long Island (Fort Tidball) site is located in the Gulf of Alaska, northeast of the city of 

Kodiak, Kodiak Island, Alaska. The Long Island site spans 1,320 acres and is approximately 

6 air miles from the city of Kodiak. The site coordinates are 57 degrees, 45 minutes north by 

152 degrees, 25 minutes west. 

The ADEC Contaminated Sites record key number is 198 125x902502. 

The lead agency is USACE, and the lead regulatory agency is ADEC. 

', 
I The investigation at Long Island (Fort Tidball) and the subsequent environmental restoration 

activities were conducted under the DoD FUDS Program. DoD plans to pay all regulatory 

oversight (as part of the Defense and State Memorandum of Agreement), investigation, and 

cleanup costs from the Defense Environmental Restoration Account. 

Long Island is the site of Fort Tidball, a former World War Two coastal defense installation. The 

island is uninhabited and has no residential or commercial facilities. Portions of Long Island are 

environmentally sensitive areas, such as wetlands and the intertidal zone. The island also 

provides habitat for several species of birds, small mammals, deer, bears and feral cattle. Based 

on historical records, the chemical contaminants and debris found on Long Island were 

introduced during the operation of Fort Tidball and remained after the fort was decommissioned. 

The site is currently owned by Leisnoi Inc., an Alaska Native corporation. 



2.2 SITE HISTORY 

The U.S. War Department acquired Long Island from the Bureau of Land Management (BLM) in 

1 94 1. Fort Tidball was constructed between 1942 and 1 943, and gun batteries were established 

on the island's eastern coast at Deer Point and Castle Bluff. The other operational areas were the 

Headquarters Complex, Burt Point, the Garage Area, Point Head and North Cape. The fort was 

decommissioned in 1945 and abandoned in 1947. Long Island was returned to BLM jurisdiction 

in 1956 and eventually reserved for Native selection under the Alaska Native Claims Settlement 

Act (ANCSA). In 197 1, Long Island was transferred under ANCSA to Leisnoi Inc., an Alaska 

Native corporation. Based on historical records, the chemical contaminants and debris found on 

Long Island were introduced during the operation of Fort Tidball and remained after the fort was 

decommissioned. 

Long Island has been divided into seven geographical areas (referred to as AOCs): Burt Point, 

Castle Bluff, Deer Point, Garage Area, Headquarters Area, North Cape, and Point Head 

(Figure 2-1). The AOCs have been further divided into a total of 38 discrete sites. 

Restoratiodinvestigation activities for the Long Island site were conducted in 1986,199 1,1994, 
1 

1997, 1998, 2000, 2002, and 2003. Three primary restorationlinvestigation activities were 

conducted: site inspections, RIs, and interim removal actions (IRA). During these 

restoratiodinvestigation activities, POL and PCB contamination in the soil and POL and metals 

contamination in the groundwater were documented on Long Island (USAED 1994). In addition, 

an Archive Search Report was never completed as there was no evidence of unexploded ordnance 

on Long Island. 

More detailed information regarding these investigations can be found in the Phase 11 Interim 

Removal Action Report, Long Island, Kodiak, Alaska (USAED 1999); 2000 Remedial 

Investigatiodlnterim Removal Action Report, Long Island, Kodiak, Alaska (USAED 2002b); and 

2002 Long Island Interim Removal Action Report, Kodiak, Alaska (USAED 2003). 
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Site inspections were conducted in 1986 and 1991 to collect soil samples, assess building 

materials, document general site conditions, and produce digitized topographic maps. Data / 

collected during the site inspections and RI in 1994 documented fuel and PCB contamination in 

the soil and fuel and metals contamination in the groundwater at specific areas on Long Island 

(USAED 1 994). 

Based on the results of the site inspections and the 1994 FU, discrete sites in each AOC were 

targeted for removal actions or further investigation. These IRAs and RIs were conducted in 

1997,l998,2000,2002, and 2003. During these investigations and removal actions, the primary 

contaminant sources were removed and samples of the soil, sediment, groundwater, and surface 

water were collected for laboratory analysis. The primary contaminant sources included USTs, 

transformers containing PCBs, and ASTs that once contained fuel or heating oil. PCB- 

contaminated soil and the associated transformers were packaged for transportation and disposed 

of at a Toxic Substances Control Act (TSCA) permitted landfill in Grandview, Idaho. Fuel- 

contaminated soil associated with the tanks was removed and thermally treated in Kodiak, 

Alaska. 

During the 1997 and 2002 IRAs, several of the historic structures required demolition and 

removal in order to access contaminated soil at some of the sites on Long Island. Demolition of 

historic structures was coordinated with the State Historic Preservation Officer (SHPO) and 

complied with a Memorandum of Agreement signed by the USAED, the SHPO, Leisnoi 

Corporation, and Alaska State Parks in July 2002. Concurring parties included the Kodiak 

Military History Museum, the Baranov Museum, and the National Archives and Records 

Administration. 

Building demolition and debris-removal activities were performed under a separate federal 

program, the Native American Lands Environmental Mitigation Program, under which, physical 

safety hazards such as open vaults were also covered, and ACM was removed. 
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- PART 3: COMMUNITY PARTICIPATION 
I 

As one of the projects scheduled to be addressed under the Total Environmental Restoration 

Contract, information on Long Island has been freely distributed to and discussed with the public. 

Information has been distributed through fact sheets and open houses, conducted during the 

spring and fall beginning in 1997. The open houses were held in the Safeway Lobby on Kodiak 

Island to provide the community an opportunity to meet with representatives from ADEC and 

USAED and provide a question and answer forum. In addition, presentations were made at 

Kodiak Island Borough Assembly meetings which were televised and corresponded to each open 

house event. The open houses were held on: 

22 August 1997 

6 August 1998 

4 March and 8 October 1999 

19 May and 20 October 2000 

4 May and 19 October 2001 

24 May and 18 October 2002 

6 June and 5 September 2003 

20 February 2004 

The Proposed Plan for Long Island (Fort Tidball) Military Cleanup Project, Long Island, Alaska 

(USAED 2004) was released for public comment 9 February 2004. A public comment period for 

the Proposed Plan was held from 9 February to 9 March 2004 to allow the public the opportunity 

to provide comments pertaining to the selected remedial alternative. In addition, an open house 

to address any questions from the public on this Proposed Plan was held in Kodiak on 

20 February 2004. At this meeting, USAED and ADEC representatives were able to present the 

Proposed Plan to a broader audience than those already involved in the project and were available 

to answer questions about the site and the remedial alternatives. The meeting minutes from this 

open house are provided in the Responsiveness Summary (Part 14). 
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PART 4: SITE CHARACTERISTICS 

4.1 CONCEPTUAL SITE MODEL 

This section presents the conceptual site model (CSM) for the Long Island site (Figure 4-1). This 

figure presents a generalized flow diagram of complete exposure pathways that may exist at the 

site. Pathways for exposure to potential human health and ecological receptors from 

contaminated sources include surface and subsurface soil, air, groundwater, surface water, and 

sediments. 

4.2 SITE OVERVIEW 

The Long Island site is an island approximately 0.75 miles wide by 4 miles long. The coastline is 

characterized by steep, rocky cliffs and outcrops. Most of the interior topography of the island is 

relatively flat, with the highest elevations found at the northeastern sea cliffs. Elevations across 

the island range from sea level to approximately 100 feet above mean sea level. The island is 

uninhabited and has no residential or commercial facilities. Portions of Long Island are 

environmentally sensitive areas, such as wetlands and the intertidal zone. The island provides 

habitat for several species of birds, small mammals, and feral cattle, as well as two inland lakes 

containing land-locked rainbow trout. 

U.S. Army structures inhabited during the period of activity at the site include a tower, gun 

emplacements and turrets, ammunition bunkers, garages, warehouses, barracks, Quonset huts, 

mess halls, and bathhouses. In 1995, USAED determined that Fort Tidball was eligible for 

inclusion in the National Register of Historic Places. 

4.3 SAMPLING STRATEGY 

Sampling has taken place during each of the investigationlrestoration activities at Long Island. 

Specifically, soil, groundwater, sediment, and surface water were analyzed for the full suite of 

chemicals that could be present as a result of known historical site activities. 
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\ The following investigatiodrestoration activities were conducted: 
1 

Test pit excavation 

Soil screening 

Surface soil and test pit sampling 

Surface water and sediment sampling 

Borehole advancement and subsurface soil sampling 

Monitoring well installation and development 

Groundwater sampling 

Asbestos sampling 

Land surveying 

Test pits were excavated at areas of suspected or known contamination to determine the lateral 

and vertical extent of contamination. Test pit locations were based primarily on field 

observations and soil screening. When contamination was encountered, step-out test pits were 

excavated. This step-out process was repeated until only clean soil was encountered. 

I Surface water and sediment samples were collected at locations where standing water was 

present; for example, the drainage located at the Headquarters Complex and the areas of pooled 

water at Castle Bluff Garrison. Surface water samples were collected in a manner that minimized 

disturbance to the underlying sediments. Any surface water and sediment samples collected 

within a drainage, were sampled downstream to upstream. 

Soil borings were advanced where contamination was too deep for test pits. Wells were placed to 

define the extent of groundwater contamination, and then developed and sampledusing either a 

bailer or a low-flow sampling method. All wells have been decommissioned following the 

completion of quarterly groundwater monitoring events. 

Samples for asbestos analysis were collected from construction materials, such as floor tile, 

ceiling material, and pipe insulation, in order to identify potential ACM. Field methods used 

included visual inspection and bulk sampling. 
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4.4 SOURCES OF CONTAMINATION 

U.S. Army structures that were in use while Fort Tidball was active included a tower, gun 

emplacements and turrets, ammunition bunkers, garages, warehouses, barracks, Quonset huts, 

mess halls, and bathhouses. Potential sources of residual contamination at the site include 

constituents in soil, water, and sediment associated with historical spills and leaks from former 

ASTs and USTs and associated product distribution lines, as well as former drums, transformers, 

and miscellaneous debris. 

4.5 TYPES OF CONTAMINATION AND THE AFFECTED MEDIA 

The COCs at the Long Island site are gasoline-range organics (GRO), diesel-range organics 

(DRO), residual-range organics (RRO), PCBs (specifically Aroclor l26O), and five polynuclear 

aromatic hydrocarbons (PAH). GRO, DRO, and RRO are refined products from crude oil; the 

five PAHs are minor components of crude oil that remain with DRO during fuel production. 

GRO includes the low-boiling-range petroleum products typically found in gasoline, with boiling 

range between approximately 70 and 170 degrees Celsius PC), corresponding to an alkane range 

beginning with n-hexane (C6) to n-decane (Clo). GRO compounds are soluble in water, are quite 

volatile, and vaporize rapidly from water and soil to enter the atmosphere, where they are 

dispersed and eventually biologically degrade to carbon dioxide and water. By definition, GRO, 

DRO, and RRO are classes of chemical compounds and are not carcinogens; however, individual 

components of these classes when evaluated individually may be carcinogenic. Also, large doses 

of GRO, DRO, and RRO have adverse reactions on the kidney, liver, and blood. 

DRO includes mid-range petroleum products such as diesel fuel, with petroleum hydrocarbon 

compounds corresponding to an alkane range from the beginning of Clo to the beginning 

of C25 (n-pentacosane) and a boiling point range between approximately 170 and 400°C. DRO 

is more volatile than RRO, and the lighter fraction will tend to evaporate from the soil or water to 

enter the atmosphere, where it will degrade. The heavier DRO components will act similar to 

RRO, as described below. 

I:\TERC\T006-Kodiak\O5M30535\wpU)ecision Documen~\FinalU)ec Doc.doc 

FINAL 
8/5/2005 



RRO includes heavy-range petroleum products such as lubricating oils, with petroleum 

hydrocarbon compounds corresponding to an alkane range from the beginning of C25 to the 

beginning of Cj6 (n-hexatriacontane) and a boiling point range between approximately 400 and 

500°C. The higher-molecular-weight RRO components have very low water solubility and will 

not volatilize from soils or surface waters. Consequently, RRO will remain on the soil or in the 

water column where it may be adsorbed to particulate organic matter in water or soil. It will 

eventually be biodegraded by microorganisms in the soils and sediments. 

PCBs are a family of man-made chemicals that contain over 200 individual compounds. They 

were manufactured under the trade name Aroclor until 1977. Aroclor 1260 is a type of PCB that 

contains 60 percent chlorine by weight. PCBs were once widely used industrial chemicals whose 

high stability contributed to both their commercial usefulness and their long-term deleterious 

environmental and health effects. The transport of PCBs differs from that of petroleum products 

due to their relatively low solubility in water. They do not tend to mix with water but can be 

adsorbed by sediments or organic matter in soils. PCBs are carcinogenic. 

'l 
1 PAHs are minor DRO components. These compounds are present in crude oil and are 

concentrated in the same boiling range with other DRO components, mostly saturated 

hydrocarbons. PAHs are slightly soluble in water and have low volatility; therefore, they degrade 

more slowly than the other DRO components, and their relative concentrations increase with 

time. PAHs more readily form free radicals and are fat soluble; therefore, they bioaccumulate 

and tend to be more biologically harmful than the saturated hydrocarbon components of DRO. 

Some PAHs are considered carcinogenic. 

4.6 RELEASE MECHANISMS 

Constituents at the Long Island site may have been released by surface spills during storage tank 

filling operations, spills, and leaks from associated piping, tanks, transformers, and drums. The 

primary sources of contamination were originally located at the ground surface, and the majority 

of past releases likely occurred to surface soils. 
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4.7 PATE AND TRANSPORT 

Depending on the nature of the source and the release mechanism, several transport pathways are 

possible. These transport pathways, and the media within which they occur, are illustrated on 

Figure 4-1. Exposure media are identified as a secondary source or a contact medium on this 

figure. Exposure media are so named because they are media that potential receptors may come 

into contact with, completing the exposure pathway. In general, the potential exposure media 

include surface soil, subsurface soil, groundwater, surface water, sediment, air, and biota (e.g., 

berries, fish, andfor shellfish). Biota that have been contaminated can serve as transportation 

pathways if consumed by human or other organisms. The CSM was generalized for all applicable 

sites on Long Island; not all exposure media are applicable to each source area. 

Any contamination historically released to surface soils could have then been transported to other 

surface soils (via infiltration, percolation or overland flow), surface water (via overland flow), or 

sediment by erosion or runoff (via overland flow). Constituents could also have been carried to 

the subsurface by infiltration and percolation. Once in the subsurface, contaminants can partition 

onto soil particles or infiltrate and percolate to groundwater. Once in groundwater, contaminants \ ! 

may then be transported though the subsurface and discharge to the fresh water or marine 

environments. 

4.8 CONTAMINANT CONCENTRATIONS AND EXTENT OF 
CONTAMINATION 

The following subsections summarize the samples collected at each Long Island AOC and 

discuss potential human health or ecological risks associated with these results. All sample 

locations were surveyed and survey data is available in Appendix E of the Phase I1 IRA Report 

(USAED 1999) and Appendix B of the 2002 Long Island Interim Removal Action Report 

(USAED 2003). Figure 4-2 provides an overview of Long Island and all seven AOCs. Table 4-1 

lists the cleanup level and closure delineation associated with each site. 
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Table 4-1 
Site Closure Delineation 

Note: For definitions, see the Acronyms and Abbreviations section. - 

Burt Point 
North Cape 

Castle Bluff 
Deer Point 

Garage Area 
Headquarters Area 

Point Head 

4.8.1 Burt Point 

Burt Point is located at the western end of Long Island (Figure 4-3). During the 1997 Phase I 

IRA, one UST located southwest of and adjacent to former generator shed S-55 was removed 

along with the associated fuel-contaminated soil (site BP-A). As part of the 1998 Phase I1 

RVIRA, an AST located adjacent to a Quonset hut was removed along with the associated fuel- 

contaminated soil (site BP-C), and several soil samples were also collected &om a suspected area 

of contamination on the northeast side of former generator shed S-55 (site BP-B). Approximately 
: I \ I 

41 tons of fuel-contaminated soil was removed during these cleanup actions. Following the 

removal of fuel-storage tanks and contaminated soil in the Burt Point area, samples of the soil 

Method Two 

Method Three 
Alternative Cleanup 

Levels: 
1,200 mglkg DRO 

remaining at the AOC were collected and submitted to a laboratory for analysis of DRO, total 

recoverable petroleum hydrocarbons (TRPH), RRO, GRO, semivolatile organic compounds 

(SVOC), volatile organic compounds (VOC), PCBs, and metals. All of the soil samples met the 

Method Two cleanup levels or were below Kodiak background concentrations for metals. 

Site closed under Method Two cleanup levels, 
no further action required. NFRAP and NDAl 
status will be applied. 

Informational institutional controls in the form of 
deed notices will be attached to the property for 
locations where Method Three cleanup levels 
were applied. NFRAP and NDAl status will be 
applied. 

Surface water at a small, unnamed lake located north of the main cluster of buildings at Burt 

Point was also sampled for DRO, SVOCs, VOCs, pesticides, and metals during the 1994 RI. All 

results were below the Freshwater Criteria [Alaska Administrative Code (AAC), Title 18, 

Part 701. Table 4-2 summarizes the COCs and maximum concentrations remaining onsite. 
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Table 4-2 
Burt Point 

IArsenic1 1.83 1 16.56~ 1 I BP-B 1 94LIBP371SL (1994) 1 

Soil (mg/kg) 

Notes: - 
These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been 

tested for RCRA metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, PCBs, VOCs, SVOCs, 
and PAHs. All results were below cleanup criteria. 

Surface 
Water (mg/L) 

Surface water from an unnamed lake north of BP-A and BP-B was analyzed for RCRA metals (arsenic, barium, cadmium, chromium, 
lead, mercury, selenium, and silver), PCBs, pesticides, VOCs, SVOCs, and TRPH; all results were less than EPA Ambient Water 
Quality Criteria, adopted by reference from ADEC 18 AAC 70, 2002. ARAR. 

Lead 

GRO 

3 ~ ~ ~ ~ ,  2003,18AAC 75, Method Two, Table 82, Over40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, 
and migration-to-groundwater pathways). ARAR. 

ADEC, 2002, 18 AAC 75, Method Three ACLs. ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to- 
groundwater levels in Tables B1 and B2 of 18 AAC 75.341(c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method 
Three alternative cleanup level determinations can be found in Appendix D. ARAR. i 

SAIC, 1995, Final RCRA Facility Investigation/Comctive Measures Study Repod, Volume 1, Introduction and Facility- Wide 
Information, U.S. Coast Guard Support Center Kodiak, Kodiak, Alaska. TBC criteria. 

 one* 

Concentration of arsenic in the soil was below the Kodiak background level; therefore, arsenic is not considered a site-related 
contaminant. 

4003 

1,400~ 

For definitions, see the Acronyms and Abbreviations section. 

NA 

4.8.2 Castle Bluff 

NA 

NA 

Castle Bluff is located on the south side of Long Island, overlooking Helen Bay (Figure 4-4). 

During the IRA, four USTs and 52 tons of fuel-contaminated soil were removed along with nine 

transformers and 33 tons of PCB-contaminated soil. USTs were removed from the south end of 

building S-8 (site CB-D), adjacent to generator shed S-6 (site CB-F), from a concrete vault near 

building S-13 (site CB-G), and near building S-7 (site CB-K). 

NA 
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Following these cleanup actions, samples of the soil remaining at Castle Bluff were collected and 
,' 

submitted to a laboratory for analysis of DRO, TRPH, RRO, GRO, PAHs, SVOCs, VOCs, i 

metals, pesticides, and PCBs. All of the soil samples were below the Method Two or Method 

Three cleanup levels, with the exception of two sites (CB-H and CB-J_) where elevated levels of 

arsenic and chromium were detected. However, the arsenic concentrations of 9.4 and 6.7 mgkg 

at sites CB-H and CB-J, respectively, were below the Kodiak background soil concentration of 

16.56 mgkg; thus, arsenic is not considered a site-related COC. Chromium was detected at 

levels above the most stringent Method Two cleanup level (based on migration to groundwater) 

with concentrations of 58 and 40 mgkg at sites CB-H and CB-J, respectively. However, 

chromium +6 is not a stable ion and is unlikely to be present as there is no known source or 

historic use on the island. The cleanup level for trivalent chromium is 120,000 mgkg (ingestion); 

the chromium concentrations in the samples collected at CB-H and CB-J are well below this 

cleanup level. The groundwater at CB-H and CB-J was sampled, and chromium was not 

detected. 

One sediment sample was collected in a surface drainage at site CB-H and sampled for DRO, 

TRPH, VOCs, SVOCs, PCBs, pesticides, and metals. This sample exceeded the sediment '.. /- 1 
screening level for arsenic, with a concentration of 9.7 mgkg, compared to the EcoTox threshold 

of 8.2 mglkg. However, this sample concentration is below the 23.2 mglkg Kodiak background 

sediment concentration for arsenic; therefore, arsenic is not considered a site-related contaminant. 

Arsenic was also detected in the soil sample collected at CB-H. 

Soil samples collected from the Headquarters AOC were analyzed for total organic carbon 

(TOC), and the results were used to modify the default fraction of organic carbon (Foe) value 

during calculation of the Method Three ACLs. The resulting DRO and RRO Method Three 

ACLs were calculated to be 1,200 and 22,000 mgkg, respectively, for the Headquarters Area. 

During development of the Method Three cleanup levels, USAED and ADEC decided that the 

lower, more conservative site-cleanup levels calculated for the coastal beach areas should be 

applied to the upland areas at Castle Bluff, Deer Point, the Garage Area, and North Cape AOCs. 

Table 4-1 summarizes these ACLs. 
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Freshwater samples were collected from two surface drainages in the Castle Bluff area (site CB-H 

and downgradient of Buildings S-7 and S-8) and analyzed for DRO, TRPH, VOCs, SVOCs, 

PCBs, pesticides, and metals. Although lead was detected in these freshwater samples, both 

samples were below the drinking water criteria for lead of 0.015 milligrams per liter (mg/L); 

therefore, there is no unacceptable risk to human health via the ingestion pathway. 

Groundwater samples were collected from three monitoring wells at sites CB-H (MW-13), CB-J 

(MW-14), and CB-K. Due to its poor condition, the monitoring well at CB-K was replaced in 

2003 with a new well, which was then sampled. While CB-H and CB-J groundwater samples 

have been below cleanup levels, CB-K samples have repeatedly exceeded the groundwater 

cleanup level for lead. However, CB-K is not considered an area where a viable monitoring well 

can be developed and sampled due to the high groundwater turbidity. Filtered (representing 

dissolved lead) and unfiltered (representing total lead) groundwater samples were collected at 

CB-K and analyzed for lead. The filtered sample had a result of 0.0003 mg/L, compared to 

0.242 mg/L in the unfiltered sample. These results indicate that the lead is suspended in the 

sediment at the site; however, the concentration of the dissolved lead fraction is below the 

groundwater criterion of 0.015 mg/L. Lead was not detected in freshwater samples collected 

downgradient of CB-K. 

Table 4-3 summarizes the COCs and maximum concentrations remaining at Castle Bluff. 

4.8.3 Deer Point 

Deer Point is located on the south side of Long Island, overlooking Helen Bay (Figure 4-5). 

During the 1997 IRA, one UST adjacent to generator shed S-26 (site DP-C) was removed along 

with approximately 4 tons of the associated contaminated soil. In 2000, additional soil samples 

were collected adjacent to Quonset hut 43 (site DP-B) and adjacent to Quonset hut 42 (site DP-D) . 

to further characterize the extent of contamination at these sites where there was evidence of 

former ASTs. Sites DP-B and DP-D were revisited during the 2002 IRA, and 18 tons of fuel- 

contaminated soil was removed and treated. 
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Table 4-3 
Castle Bluff 

Arsenic 

Chromium 

Arsenic 1 0.05~ 1 0.0377'~ 1 0.016 1 CB-H 1 94LICB362WA (1994) 

Soil (mglkg) 

1 .83 

120,000~ 

Selenium 

PCBs 

DRO 

Groundwater 
( n x w 2  

- -  - - - 

Notes: - 
These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been tested for RCRA 

metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and PAHs. All results were below 
j 

cleanup criteria. 

16.56~ 

17.84~ 

Sediments 
(mglkg) 
Surface 

Water (mgIL) 

Remaining site concentration for groundwater is reflected by the most current sampling event. 

33 

1 

1 ,200~ 

Chromium 

Lead 

Selenium 

ADEC, 2003, 18 AAC 75, Method Two, Table 82, Over 40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, and 
migration-to-groundwater pathways). Chromium Ill cleanup value (ingestion pathway) listed. Based on samples collected from Kodiak area soil, 
chromium Ill is the predominant species. ARAR. 
ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to-groundwater levels in Tables B1 and 82 of 18 AAC 75.341 (c) and (d). 

See 2002 Long Island IRA Report (USAED 2003). Method Three ACL determinations can be found in Appendix D. ARAR 
ADEC, 2003, 18 AAC 75, Table C, groundwater cleanup levels. ARAR. 

9.48 

58' 

PCBs 

DRO 

Arsenic 

Lead 

Most stringent value listed in the EcoTox thresholds (EPA 1996). TBC criteria. 

NIE 

NA 

NA 

0. 1 5 

0.01 

0.05~ 

' SAIC, 1995, Final RCRA Facility Investigation~Corrective Measures Study Report Volume 1, Introduction and Facility-Wide Information, U.S. Coast 
Guard Support Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium (tri- and hexavalent). TBC criteria. 

CB-H 

CB-H 

0.0005~ 

1 .55 

8.26 

0.01 55 

Concentration of arsenic in the soil is below the Kodiak background level; therefore, arsenic is not considered a site-related contaminant. 

94LICB277SL (1 994) 

94LICB277SL (1 994) 

4.1" 

0.128 

87 1 

0.1 787 

0.0670~ 

NIE 

Reported result is total chromium; however, based on samples collected from the Kodiak area, chromium Ill is the predominant species. 

NA 

NA 

23.27 

0.005' 

The selenium concentration found in this sample is likely due to the naturally occurring volcanic rock found in the soil. Selenium has been 
detected above the cleanup level in Kodiak area soils. 

CB-H 

CB-I 

CB-E 

ND [0.02] 

0.0003" 

ND [0.005] 

I' This result reflects dissolved analyte only. Total lead result for this sample (including suspended solids) is 0.242 mglL. CB-K is not considered 
an area where a viable monitoring well can be developed and sampled due to high turbidity of the groundwater. 

94LICB277SL (1 994) 

157SO (1 997) 

CBS912-001 (2002) 

ND [0.0005] 

0.57 

9.712 

0.008 

Concentration of arsenic in the sediment is below the Kodiak background level; therefore, arsenic is not considered a site-related contaminant. 
Arsenic was also detected in the soil at CB-H. 

CB-H 

CB-K 

CB-H 

I3 Twice the average concentration found at Long Island was used as a screening value for arsenic in groundwater. Sample resultsduring the most 
recent sampling event in 2003 indicated arsenic concentrations were below the Table C cleanup criteria. 

94LICB362WA (1 994) 

CBMWK2-01 (2003) 

94LICB362WA (1 994) 

CB-K 

CB-K 

CB-H 

CB-H 

ND = not detected at [XI concentration 

CBK-01 GW (1 998) 

CBK-01 GW (1 998) 

94LICB365SL (1994) 

94LICB364WA (1 994) 

For additional definitions, see the Acronyms and Abbreviations section. 
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Following these cleanup actions, samples of the soil remaining at Deer Point were collected and 

submitted to a laboratory for analysis of DRO, TRPH, RRO, GRO, PAHs, SVOCs, VOCs, 1 

pesticides, PCBs, and metals. Chemical concentrations in all of the soil samples were below the 

Method Two or Method Three cleanup levels for DRO and RRO or the Kodiak background 

concentrations for metals. Cleanup actions were not required at sites DP-A and DP-E because the 

soil characterization samples collected met the Method Two or Method Three cleanup levels. 

At site DP-A, the location of a metal debris pile, one sample did indicate a total chromium 

concentration of 25 mgkg, which exceeds the Method Two cleanup level of 23 mglkg. However, 

chromium +6 is not a stable ion and is unlikely to be present as there is no known source or 

historic use on the island. The cleanup level for trivalent chromium is 120,000 mgkg (ingestion); 

the chromium concentrations in the sample collected at site DP-A are well below this cleanup 

level. In this same sample, arsenic exceeded the Method Two cleanup level with a concentration 

of 12 mgkg. However, the concentration of arsenic in the Deer Point soil (Table 4-4) is below 

the Kodiak background concentration and is, therefore, considered a naturally occurring level 

rather than a site-related contaminant. 
/- \ 

'L ' J 

Groundwater samples were collected from monitoring well MW-12 at site DP-C, where a fuel- 

storage tank and contaminated soil had been removed. When the groundwater was sampled at 

this site in 1994, arsenic and chromium were detected below the groundwater cleanup level, and 

lead was slightly above the groundwater cleanup level. In 2003, the groundwater was sampled 

for both the total and dissolved fractions of arsenic, lead, and chromium; all of the metals were 

detected at concentrations below the groundwater cleanup levels in both the filtered and 

unfiltered samples. 

Figure 4-5 shows the location of the discrete sites and samples collected at Deer Point. Table 4-4 

summarizes the COCs and maximum concentrations remaining at Deer Point. 
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Table 4-4 
Deer Point 

Soil (mglkg) 

Groundwater 
(mg/U2 

Arsenic 16.56~ 

Chromium 120,000~ 17.84~ 

DRO I ,200~ 

RRO 22,0005 790 

Arsenic 0 .05~ 0.0377~ ND [0.005] 

Chromium 0.16 0.1 787 0.0039 

DRO 1 .56 NA ND [O.l]  

DP-A I 94LIDP266SL (1 994) I 
DP-A I 94LIDP266SL (1 994) I 
DP-B ( DPBTPI-02 (2002) 1 

DP-C 1 DPMWl2-OIF (2003) 1 DP-C 94LIDP361 WA (1994) 

DP-C 94LIDP361 WA (1994) 

Notes: - 
' These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been tested for RCRA 
metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and PAHs. All results were below 
cleanup criteria. 

Remaining site concentration for groundwater is reflected by the most current sampling event. 
RRO was not reported in 1994; this range of compounds is represented by TRPH by EPA Method 418.1. 
ADEC, 2003, 18 AAC 75, Method Two, Table B2, Over 40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, and 

migration-to-groundwater pathways). Chromium Ill cleanup value (ingestion pathway) listed. Based on samples collected from Kodiak area soil, 
'I, chromium Ill is the predominant species. ARAR. 

4 ADEC, 2002,18 AAC 75, Method Three ACLs. ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to-groundwater levels in 
Tables B1 and 82 of 18 AAC 75.341(c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method Three ACL determinations can be 
found in Appendix D. ARAR. 

ADEC, 2003,18 AAC 75, Table C, Groundwater and Surface Water Cleanup Levels. ARAR. 
SAIC, 1995, Final RCRA Facility Investigation/Corrective Measures Study Report Volume 1, Introduction and Facility-Wide Information, US. 

Coast Guard Support Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium (tri- and hexavalent). TBC 
criteria. 
Twice the average concentration found at Long Island was used as a screening value for arsenic in groundwater. Sample results during the 

most recent sampling event in 2003 indicated arsenic concentrations were below the Table C cleanup criteria. 
Concentration of arsenic in the soil is below the Kodiak background level; therefore, arsenic is not considered a site-related contaminant. 

10 Reported result is total chromium; however, chromium +6 is not a stable ion and is unlikely to be present as there is no known source or 
historic use on the island. Chromium Ill is the predominant species. 
For definitions, see the Acronyms and Abbreviations section. 

4.8.4 Garage Area 

The Garage Area is on the north side of Long Island, overlooking Cook Bay (Figure 4-6). During 

the 1997 IRA, several assumed fuel-contaminated areas near the former garage building S-15 or 

near the loading docks were investigated, and a water-storage tank and two transformers were 

removed at the Garage Area. The soil at these sites was sampled and submitted for laboratory 

analysis of DRO, TRPH, RRO, GRO, PAHs, SVOCs, VOCs, metals, PCBs, and pesticides. 

Chemical concentrations in all of the soil samples were below the Method Two or Method 
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- Three cleanup levels for DRO and RRO or below Kodiak background concentrations; therefore, 
/ 

no soil removal was required. 

Groundwater samples were collected from three monitoring wells at sites GA-A (MW-10, 

MW-11) and GA-B and GA-C (MW-9) in the Garage Area. When the groundwater was sampled 

at these sites in 1994, only GA-C exceeded the cleanup level for GRO. In 2003, the groundwater 

at GA-C was sampled for GRO, which was detected below the cleanup level. 

Table 4-5 summarizes the COCs and maximum concentrations remaining at the Garage Area. 

4.8.5 Headquarters Area 

Headquarters is located on the north side of Long Island, west of the Garage Area (Figures 4-7 

and 4-8). Six USTs andnine transformers were removed from the Headquarters Area during the 

1997 IRA. Approximately 71 tons of fuel-contaminated soil associated with the USTs was 

removed and treated. In addition, 958 tons of PCB-contaminated soil associated with the 

transformers was removed and packaged for disposal at a landfill in Grandview, Idaho. In 2000, 

additional soil characterization samples were collected at sites HQ-M and HQ-N, where DRO 

was detected previously near a fallen power pole. Groundwater samples were also collected at 

the Headquarters Area in 2000; results confirmed that DRO continued to exceed groundwater 

cleanup levels at HQ-E, which is the site of former powerhouse structure S-25. Based on the 

findings of the 2000 investigation, contaminated soil removals at HQ-E were recommended. As 

part of the 2002 IRA, 187 tons of fuel-contaminated soil was removed from sites HQ-M, HQ-N, 

and HQ-E. Following the cleanup actions in 1997 and 2002, the soil at these sites was sampled 

and submitted for laboratory analysis of fuel-related compounds and PCBs. All of the samples 

were below the Method Two cleanup levels for GRO, PAHs, SVOCs, VOCs, and PCBs or 

Method Three cleanup levels for DRO and RRO, or the Kodiak background concentrations for 

metals. 



Table 4-5 
Garage Area 

I Arsenic 1 l.84 1 16.567 1 4.g9 

Soil (mglkg) 

GA-A 1 94LIGA251 SL (1 994) 1 

Groundwater 
(mgU2 

Chromium 

DRO 

GA-C 1 94LIGA204SL (1 994) 1 

GA-A 

GA-C 

TRPH~ 

Arsenic 

Chromium 

DRO 

GA-B 1 9 4 ~ 1 ~ ~ 3 5 6 ~ ~  (1 994)l 

120,000~ 

1 .20o5 

94LIGA258SL (1994) 

94LIGA202SL (1 994) 

Notes: - 
These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been 

tested for RCRA metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and 
PAHs. All results were below cleanup criteria. 

NIE 

0.05~ 

0 . 1 ~  

1 9  

Remaining site concentration for groundwater is reflected by the most current sampling event. 

~ 7 . 8 4 ~  

NA 

RRO was not reported in 1994; this range of compounds is represented by TRPH by EPA Method 418.1 

371° 

1.160" 

NA 

0.0377~ 

0.1 787 

NA 

4 ~ ~ ~ ~ ,  2003,18AAC 75, Method Two, Table B2.Over40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, 
and migration-to-groundwater pathways). Chromium Ill cleanup value (ingestion pathway) listed. Based on samples collected from 
Kodiak-area soil, chromium Ill is the predominant species. ARAR. 

2,800 

0.022 

0.08 

0.81 

ADEC, 2002, 18 AAC 75, Method Three ACLs. ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to- 
groundwater levels in Tables B1 and B2 of 18 AAC 75.341 (c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method 
Three ACL determinations can be found in Appendix D. ARAR. 
ADEC, 2003,18 AAC 75, Table C, Groundwater and Surface Water Cleanup Levels. ARAR. 
' SAIC, 1995. Final RCRA Facility Investigation/Corrective Measures Study Report Volume 1, Introduction and Facility-Wide 
Information, U.S. Coast Guard Support Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium (tri- 
and hexavalent). TBC criteria. 
Twice the average concentration found at Long Island was used as a screening value for arsenic in groundwater. Sample results 

during the most recent sampling event in 2003 indicated all arsenic concentrations were below the Table C cleanup criteria. 

Concentration of arsenic in the soil is below the Kodiak background level; therefore, arsenic is not considered a site-related 
contaminant. 
lo Reported result is total chromium; however, chromium +6 is not a stable ion and is unlikely to be present as there is no known 
source or historic use on the island. Chromium Ill is the predominant species. 

'l Data show a sample duplicate of 1,390 mglkg and a QA sample result of 2,960 mglkg. However, primary result of 1,160 mglkg is 
represented in all subsequent data tables. During the 1997 IRA, six field-screening samples were collected at GA-C in an effort to 
further characterizellocate the 1994 sample with the DRO detection; none of these samples was above background readings, and 
visual evidence of contamination was not present. 
For definitions, see the Acronyms and Abbreviations section. 
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Sediment samples were collected at Dolgoi Lake and the wetland area within the main 

Headquarters Complex beach area and submitted for laboratory analysis of DRO, TRPH, VOCs, 

SVOCs, PCBs, pesticides, and metals. All of the sediment samples collected fiom Dolgoi Lake 

met applicable EcoTox thresholds (EPA 1996). One sample collected in 1994 fiom the wetland 

area in the main Headquarters Complex exceeded the sediment screening level for lead, with a 

concentration of 83 mg/kg, compared to the EcoTox threshold of 47 mgkg. However, the 

concentration of lead detected in this sediment sample is well below the Method Two soil cleanup 

level of 400 mg/kg for lead. 

Freshwater samples were collected from Dolgoi Lake and the wetland area within the main 

Headquarters Complex beach area and submitted for laboratory analysis of DRO, TRPH, VOCs, 

SVOCs, PCBs, pesticides, and metals. All of the samples met the applicable Freshwater Criteria. 

Groundwater samples were collected from eight monitoring wells at sites HQ-A (MW- I), HQ-B 

(MW-9), HQ-C (MW-I 0), HQ-D (MW-4), HQ-E (MW-6), HQ-G and HQ-H (MW-7), HQ-K, 

and MW-5 in 1994, 1998, 2000, and 2003. When the groundwater was sampled at these sites 
f 
I previously, HQ-E did not meet the groundwater cleanup level for DRO and HQ-K exceeded the 

groundwater cleanup level for lead. During the 2002 IRA, contaminated soil (the contributing 

source of contamination in the groundwater) was removed from site HQ-E. In 2003, the 

groundwater at HQ-E and HQ-K was sampled. The monitoring well at HQ-K was also replaced 

because of the possibility that the lead contamination may have been introduced during well 

installation in 1998. Results from the 2003 sample event indicated that the groundwater at HQ-E 

and HQ-K now meets the groundwater cleanup levels for DRO and lead. 

Figures 4-7 and 4-8 present the locations of the discrete sites and samples collected at the 

Headquarters Area. Table 4-6 also summarizes the COCs and maximum concentrations 

remaining at the Headquarters Area. 
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Table 4-6 
Headquarters Area 

1 Arsenic 1 1 .8~  1 16.56' 1 15'' 1 HQ-D 1 94LIHQ83SL (1994) 
I I I I I 

Chromium 1 120,000~ 1 17.84' 1 35l' 1 HQ-H 1 94LIHQ102SL (1994) 
Soil (mglkg) PCBs I (surface)/lO NA 7.04'~ HQ-H KOD096S0 (1 997) 

(su bs~r face)~ 

DRO 1 ,200~ NA 1,100 HQ-M HQM-2.0-001A (2002) 

Arsenic 0.05~ 0.0377' 0.014 HQ-D 94LIHQ227WA (1 994) 

Groundwater 0.16 0.178' 0.04 HQ-C 94LIHQ226WA (1 994) 
( m g l ~ ) ~  PCBs 0.0005~ NA ND [0.0005] HQ-H HQH-OIGW (1998) 

1.3 I HQ-E I HQMW61-01 (2003) 

Sediments Lead 47' 9' 8313 HQ-D 94LIHQ248SL (1 994) 

Surface  one^ All results NA NA NA Dolgoi Lake (1 994) 
Water (mg1L) below criteria 

These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been tested for RCRA 
metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and PAHs. All results were below 1 
cleanup criteria. 1 

Remaining site concentration for groundwater is reflected by the most current sampling event. 
Surface water from Dolgoi Lake, near the site, was analyzed for RCRA metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and 

silver), PCBs, pesticides, VOCs, and DRO. All results were less than the EPA Ambient Water Quality Criteria, adopted by reference (ADEC 2002). 
ARAR. 
4 ~ ~ ~ ~ ,  2003,18PAC 75, Method Two, Table B2, Over 40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, and migration- 
to-groundwater pathways). Chromium Ill cleanup value (ingestion pathway) listed. Based on samples collected from Kodiak area soil, chromium Ill is 
the predominant species. ARAR. 

ADEC, 2002, 18 AAC 75, Method Three ACLs. ADEC, 2002, 18 PAC 75, Method Three ACLs, modified the migration-to-groundwater levels in 
Tables B1 and 82 of 1 8 M C  75.341 (c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method Three ACL determinations can be found 
in Appendix D. ARAR. 
ADEC, 2003, 18 PAC 75, Table C, groundwater and surface water cleanup levels. ARAR. 

' Most stringent value listed in the EcoTox thresholds (EPA 1996). TBC criteria. 
SAIC, 1995, Final RCRA Facility Investigation~Comctive Measures Study Repofi Volume I, Introduction and Facility-Wide Information, U.S. Coast 

Guard Support Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium (tri- and hexavalent). TBC criteria. 

Twice the average concentration found at Long Island was used as a screening value for arsenic in groundwater. Sample results during the most 
recent sampling event in 2003 indicated all arsenic concentrations were below the Table C cleanup criteria. 

Concentration of arsenic in the soil is below the Kodiak background level; therefore, arsenic is not considered a site-related contaminant. 

" Reported result is total chromium; however, chromium +6 is not a stable ion and is unlikely to be present as there is no known source or historic use 
on the island. Chromium Ill is the predominant species. 

l2 Result is from stockpiled soil that was used as backfill at a depth greater than 2 feet below ground surface during the 1997 IRA. The subsurfacesoil 
criteria for PCBs is 10 mglkg. 
l3 The concentration of lead in this sediment sample is well below the Method Two soil cleanup level of 400 mglkg for lead that is protective of human 
health and based on the most common exposure pathways. 

For definitions, see the Acronyms and Abbreviations section. 



4.8.6 North Cape 

North Cape is located at the eastern end of Long Island (Figure 4-9). The soil surrounding two 

collapsed buildings at North Cape was sampled in 1998 for evidence of DRO, RRO, VOCs, 

PCBs, and metals. Chemical concentrations in all of the soil samples were below the 

Method Three cleanup levels for DRO and RRO or the Kodiak background concentrations for 

metals. In addition, a leaking 55-gallon drum that contained oily liquid was removed from site 

NC-A in 2000, and the soil beneath the drum was sampled for DRO and RRO. During the 2002 

IRA, one-half ton of contaminated soil was removed from the former drum location, based on the 

results of the samples collected in 2000. The soil remaining at this drum site was sampled for 

DRO, and RRO; concentrations of these compounds, in all of the samples, were below the 

Method Three cleanup levels. 

Table 4-7 summarizes the COCs and maximum concentrations remaining in the soil at North 

Cape. 

Table 4-7 
North Cape 

Arsenic 
Chromium 

Note: - 

DRO 

RRO 

' These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been 
tested for RCRA metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and 
PAHs. All results were below cleanup criteria. 

ADEC, 2003, I 8  AAC 75, Method Two, Table B2,Over40-Inch Zone Soil Cleanup Levels (most conservative of ingestion, inhalation, 
and migration-to-groundwater pathways). Chromium Ill cleanup value (ingestion pathway) listed. Based on samples collected from 
Kodiak area soil, chromium Ill is the predominant species. ARAR. 

ADEC, 2002, 18 AAC 75, Method Three ACLs. ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to- 
groundwater levels in Tables B1 and B2 of 18 AAC 75.341(c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method 
Three ACL determinations can be found in Appendix D. ARAR. 

SAIC, 1995, Final RCRA Facility Investigation/Corrective MEASURES Study Report Volume I, Introduction and Facility-Wide 
Information, U.S. Coast Guard Support Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium. 

1.8' 
120,000~ 

Concentration of arsenic in the soil is below the Kodiak background level; therefore, arsenic is not considered a site-related 
contaminant. 

1 ,2003 

22.0003 

Reported result is total chromium; however, chromium +6 is not a stable ion and is unlikely to be present as there is no known source 
or historic use on the island. Chromium Ill is the predominant species. 

16.56~ 
17.84~ 

i For definitions, see the Acronyms and Abbreviations section. 

NA 

NA 
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NC-A 
NC-SOUTH (2002) 
NC-SOUTH (2002) 
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4.8.7 Point Head 

Point Head overlooks Vera Bay and is the northernmost AOC on Long Island. In 1998, the soil 

surrounding a collapsed building in the Point Head area (site PH-A) was sampled for DRO, RRO, 

PAHs, SVOCs, VOCs, and lead (Figure 4-1 0). Concentrations of fuel-related compounds and 

lead in these samples were below the Method Three cleanup levels established for the fuel-related 

contaminants and the Method Two cleanup criteria for lead, based on residential land use. 

Also in 1998, one sediment sample was collected in a wetland located downgradient of site PH-A 

and analyzed for fuel-related compounds and lead. The sample did not exceed any of the EcoTox 

thresholds for freshwater sediments (EPA 1996). 

One surface water sample was collected at the same location as the sediment sample described 

above and analyzed for fuel-related compounds and lead. For lead, surface water sample results 

were below the Kodiak background concentrations and the drinking water criteria in surface 

water; therefore, there is no unacceptable risk to human health via the ingestion pathway or 

ecological receptors. 

Table 4-8 summarizes the COCs and maximum concentrations remaining at Point Head. 

4.9 HUMAN RECEPTORS AND POTENTIAL EXPOSURE ROUTES 

Long Island is located in an isolated area off Kodiak Island. There are no residential or 

commercial establishments at the site or in the immediate vicinity. The site is currently 

uninhabited and is accessible primarily by boat. Human receptor groups under the current 

scenario include recreational visitors only. Potential human receptor groups for Long Island 

include recreational visitor, resident, and onsite (cornmercial~industrial) worker. The resident and 

onsite worker are identified as potential future receptors, should future development of the site 

occur. 

I:\TERC\T006Kodiak\05M30535\wpWecision Document\FinalWec Doc.doc 4-27 
FINAL 
8/5/2005 



LEGEND 

SlTE I LOCATION OF SAMPLES 
WHERE METHOD 3 CLEANUP 
LEVELS WERE APPLIED TO SOIL 

A SURFACE WATERISEDIMENT 
SAMPLE 

S-5 STRUCTURE OR FORMER 
0 STRUCTURE 

CONTOUR 

WETLANDS 

POINT HEAD SlTE 

LONG ISLAND. ALASKA 
ROJECT MPlNAGER I FILE NAME 1 DATE: 

I. De~eorge Point Head Site.dwg Aug 02,05 
LAYOUT TAB FIOURE NO.: 

JE 
:"WN BT Point Head Site 4-1 0 

FILE LomnoN' 
Kodiak \ 05M30535 \ Decision Doc 



Table 4-8 
Point Head 

Notes: - 
' These analytes exceeded cleanup criteria prior to soil excavation and were identified as COCs. Soil at this AOC has also been tested for RCRA 
metals (arsenic, barium, cadmium, chromium, lead, mercury, selenium, and silver), pesticides, VOCs, SVOCs, and PAHs. All results were below 
cleanup criteria. 

Sediment 
(mg/kg) 

Surface 
Water (mg/L) 

* ADEC, 2002, 18 AAC 75, Method Three ACLs. ADEC, 2002, 18 AAC 75, Method Three ACLs, modified the migration-to-groundwater levels in 
Tables B1 and 82 of 18 AAC 75.341(c) and (d). See 2002 Long Island IRA Report (USAED 2003). Method Three ACL determinations can be 
found in Appendix D. ARAR. 

ADEC, 2003, 18 AAC 75, Table C, groundwater and surface water cleanup levels. ARAR. 

DRO 

DRO 

Lead 

SAIC, 1 995, Final RCRA Facility InvestigatiodCorrective Measures Study Repod Volume 1, Introduction and Facility-Wde Information, U. S. Coast 
Guard Suppod Center Kodiak, Kodiak, Alaska. Background soil value was determined for total chromium (tri- and hexavalent). TBC criteria. 

For definitions, see the Acronyms and Abbreviations section. 

NIE 

NIE 

0.01 53 

The following potential routes of exposure have been identified for receptors at the Long Island 

site as presented in Figure 4-1 : 

NA 

NA 

0.005~ 

Inadvertent ingestion of soil or sediment 

Dermal contact with groundwater, soil, sediment, or surface water 

Ingestion of groundwater and surface water 

Consumption of impacted biota such as fish or shellfish 

For purposes of the CSM, it is assumed that constituents in subsurface soil may be brought to the 

surface during future construction activities. A current or future recreational visitor and a future 

resident or onsite worker may have direct contact with contaminated soils and be exposed to site 

contaminants from inadvertent ingestion or dermal contact. Exposure to surface or subsurface 

soil is not considered a significant pathway as contaminated soil was removed through a series of 

remedial actions, and the concentrations of the residual contaminants are below cleanup levels 

protective of human health. Dusts are not considered a viable pathway due to the wet climate and 

the dense growth of vegetation on the island. 

1 16 

ND [0.22] 

0.0046 
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The recreational visitor may also be exposed to contaminated freshwater or marine sediments. 
1 

Exposure to fresh surface water and sediments may occur for the recreational visitor at the inland 

Headquarters Area. Exposure to beach sediments may occur for the recreational visitor walking 

along the shoreline at all other areas. Freshwater sediment samples have been collected from the 

major lakes, wetlands, and several small drainages throughout the island. Laboratory analytical 

results have indicated that the contaminants of potential concern (COPC) and COCs in sediments 

were either not detected or, for metals, were at concentrations within naturally occurring 

background levels. A complete exposure scenario was assumed for surface water since fresh 

surface water (i.e., Lake Dolgoi) may be used as a drinking water source at the site; however, 

surface water sample results from previous investigations have indicated that the COPCs or 

COCs were either not detected or were at concentrations below cleanup levels. 

Groundwater ingestion is not currently considered a complete human exposure pathway, as it has 

not been developed as a drinking water source; however, a complete exposure pathway was 

assumed to address potential future development of the groundwater as a drinking water source. 

It is also assumed that contaminated groundwater may impact the adjacent marine environment. ', 
Exposure to impacted fish or shellfish assumes contamination associated with the site could P 

discharge or migrate to the freshwater or marine environment and adversely affect associated 

aquatic biota. These fish andfor shellfish might then be harvested and ingested by a recreational 

visitor or a future resident. Based on the most current groundwater samples collected in 2003, 

there is no contamination remaining above cleanup levels for any COPC or COC. Therefore, 

while there is a complete pathway, exposure is not considered a risk to human health or the 

environment. 

4.10 ECOLOGICAL RECEPTORS AND POTENTIAL EXPOSURE ROUTES 

Ecological receptor groups identified for the Long Island site include aquatic and terrestrial 

organisms. Mammalian species include Sitka black-tailed deer, snowshoe hare, and possibly 

arctic ground squirrel, short-tailed weasel, and red fox. Approximately 20 to 30 feral cattle 

inhabit the island and forage mainly along the edge of the beach of Cook Bay and on the road 

system where clover and grasses are most abundant. The northwest tip of the island serves as a 
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pupping and hauling out grounds for harbor seals and Steller sea lions. Long Island also supports 

a number of breeding sea birds, including tufted and homed puffins, pelagic and red-faced 

cormorants, glaucous-winged gulls, and black-legged kittiwakes. Bald eagles also use the island 

for roosting and nesting (USAED 2002a). 

The only inland fishery resource known on the island is rainbow trout, which have been stocked 

in Dolgoi Lake and in an unnamed lake near the southern tip of the island. Clams, shrimp, king, 

tanner, and Dungeness crab can be found in the intertidal and near-shore habitats off Long Island. 

Potential routes of exposure include inadvertent ingestion of soil or sediment, exposure to 

constituents in groundwater discharging to off-island marine or fresh surface waters and 

sediments, exposure to constituents in fresh surface water and sediments, uptake of contaminants 

by flora, and ingestion of contaminants in food resources (i.e., prey or flora) by consumers. The 

concentration of residual contaminants left in the soil, sediment, groundwater, and surface water 

on Long Island are below the risk-based screening levels and cleanup levels protective of 

ecological receptors or within background concentrations of naturally deposited metals. There 

1 are no unacceptable risks to ecological receptors. 

4.11 GROUNDWATER 

Depth to groundwater at Long Island varies depending on proximity to the coastline, the presence 

of perched, low-permeability sedimentary deposits; bedrock topography; and bedrock 

characteristics (permeability, number and size of fractures, etc). Groundwater is found in soils 

overlying bedrock and within fractures of the bedrock itself. The nature of the groundwater is 

constrained by the influence of the surrounding saltwater, the relatively small size of the island 

(approximately 0.75 mile by 4 miles), and the fact that the island has a maximum of 100 feet of 

relief between ground elevation and mean sea level. Elevated electrical conductivity readings 

measured in monitoring wells from the Headquarters Area indicate that saltwater intrusion is 

present in groundwater near the coastline. 
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The exact nature of the fracture system at Long Island has not been characterized. Groundwater 

within fi-actured bedrock would likely occur along bedding planes, joints, and dissolution 

fractures. The size, extent, and degree of interconnection between these openings would 

determine the water-producing -czipacity of the bedrock system. The comections of fractures 

within the bedrock at Long Island are unknown. 

The direction of groundwater flow has not been characterized, but is believed to closely follow 

the land surface topography. During periods of increased rainfall, some shallow groundwater 

likely flows along the topsoil-ash andlor silty glacial till and interfaces downslope, towards 

discharge areas where it intersects the ground surface or a surface water body. The ash and dense 

glacial till can act as a water perch, impeding water infiltration and increasing runoff. 
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, PART 5: CURRENT AND POTENTIAL FUTURE LAND AND WATER USES 

The Long Island site is currently owned by Leisnoi Inc., with subsurface rights belonging to 

Koniag Inc. The island had been used for several years for cattle grazing. Currently, there are 

approximately 20 to 30 head of feral cattle on the island. Development plans for the island 

include potential recreational activities. Future development may include cabins and access to 

fishing at two inland lakes that contain stocked rainbow trout. 

Currently, no producing drinking water wells exist on Long Island. Since the site is an island, 

with a maximum of 100 feet of relief between ground elevations and mean sea level, the 

possibility would exist for saltwater intrusion with prolonged pumping of groundwater from a 

fractured bedrock system. Using groundwater as a drinking water source on Long Island is not 

likely, due to the high expense and unpredictability of developing a well in a fractured bedrock 

system. Although freshwater may be available in the short term, the connections of fractures 

within the bedrock are unknown and the long-term productivity of a well would be difficult to 

determine. Dolgoi Lake is a large freshwater lake located approximately 800 feet south of the 

Headquarters Area that encompasses approximately 46.6 acres. The surface water of Dolgoi 

Lake was the source of drinking water for the Fort Tidball Headquarters Complex Facility during 

military activities at the site. Since a surface water source (Dolgoi Lake) is readily accessible, 

reliable, and less expensive to develop, this resource would be the most logical to develop both 

economically and hydrogeologically. 
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PART 6: SUMMARY OF SITE RISKS 

Chemical concentrations in previous soil, sediment, groundwater, and surface water samples 

collected on Long Island were compared to federal- and state-established criteria or ACLs 

developed specifically for Long Island to evaluate risks to human health ancrfhe environment. - 

In addition, for metals, surface water and sediment sample results were also compared to 

background concentrations calculated for other Kodiak project areas. Several metals (such as 

arsenic and chromium) are found to be naturally occurring in the soil; the concentrations of these 

naturally deposited metals are referred to as background concentrations. A study of background 

metals was conducted at various locations on Kodiak Island in close proximity to the U.S. Coast 

Guard Base. This study was part of a Resource Conservation and Recovery Act (RCRA) Facility 

Investigation/Corrective Measures Study (Science Applications International Corporation 1995). 

Samples were collected from locations within the upper Buskin River Valley (located on Kodiak 

Island) that had not been influenced by human activity. Background concentrations of metals 

were determined for soil, groundwater, surface water, and sediment sample media. The surface 

water and sediments found on Long Island have similar characteristics and surrounding terrain as 

the freshwater bodies and sediments selected for background sampling during the RCRA Facility 

Investigation/Corrective Measures Study. The soil in the uplands (inland areas at elevations 

above the beach line) of Long Island also has similar characteristics to the soil found in the upper 

Buskin River Valley. Concentrations of metals at or below these background concentrations are 

considered to be naturally occurring levels, rather than site-related contaminants. The Section 5 

summary tables present cleanup levels, background concentrations, and remaining site 

concentrations for all Long Island sites. 

6.1 IDENTIFICATION OF CHEMICALS OF CONCERN 

The response action selected in this Decision Document is necessary to protect public health and 

welfare or the environment from actual or threatened releases of hazardous substances, pollutants, 

or contaminants into the environment. 



COCs for soil at Long Island are the POL constituents DRO, RRO, GRO, PCBs, and five PAHs: 

benzo(a)anthracene, benzo(a)pyrene, benzo(b)fluoranthene, dibenzo(a,h)anthracene, and 1 
indeno(1,2,3-c,d)pyrene. The COCs in sediment are lead and arsenic. COCs for groundwater are 

DRO and RCRA metals. The COC for surface water is lead. .- - - 

For soils, samples collected at Burt Point, the Garage Area, and the Headquarters Area were 

below the ADEC Method Two or Method Three cleanup levels for DRO and RRO and were also 

below the Kodiak Island background concentrations for metals. 

For soils at the North Cape, the samples were below the ADEC Method Three cleanup levels. At 

Point Head, concentrations of fuel-related compounds and lead were below the ADEC Method 

Three cleanup levels established for the fuel-related contaminants and the ADEC Method Two 

cleanup criteria for lead, based on residential land use. 

At Castle Bluff, all of the soil samples analyzed were below the ADEC Method Two and Method 

Three cleanup levels and were also below the Kodiak Island background concentrations for 
\ 

metals, with two exceptions: Chromium levels at Sites CB-H and CB-J (58 and 40 mgkg, 1 
respectively) exceeded the ADEC Method Two cleanup level for total chromium (23 mgkg). 

However, chromium +6 is not a stable ion and is unlikely to be present as there is no known 

source or historic use on the island therefore trivalent chromium is the predominant species at 

Kodiak. The cleanup level for trivalent chromium is 120,000 mgkg (ingestion); the chromium 

concentrations in the samples collected at CB-H and CB-J are well below this cleanup level. 

At Deer Point, all of the soil samples analyzed were below the ADEC Method Two and Method 

Three cleanup levels and were also below the Kodiak Island background concentrations for 

metals, with one exception: Total chromium levels at DP-A (25 mgkg) exceeded the ADEC 

Method Two cleanup level for total chromium. However, chromium +6 is not a stable ion and is 

unlikely to be present as there is no known source or historic use on the island. The cleanup level 

for trivalent chromium is 120,000 mgkg (ingestion); the chromium concentrations in the sample 

collected at site DP-A are well below this cleanup level. 



For sediments, two out of the 1 1 samples collected exceeded the EcoTox threshold for arsenic, 

and one of these samples exceeded the Kodiak background concentration for lead. For 

groundwater, the most current sample results show that there is no contamination remaining 

above cleanup levels. For surface water, two out of the 13 surface water samples exceeded the 

18 AAC 70 Freshwater Criteria for lead; however, these concentrations were below the 

18 AAC 75 groundwater cleanup level for lead. 

The quality assurance (QA) and quality control (QC) program utilized throughout the site 

investigations, RIs, and IRAs was in accordance with the USAED-approved QNQC program, 

and compliance was achieved for the work conducted at the site. All data quality objectives were 

achieved, and the quality of the data supports the decisions made for the site. 

6.2 EXPOSURE ASSESSMENTIRISK EVALUATION 

The objective of the exposure assessment was to identify potential exposure scenarios by which 

COCs in site media could contact humans and to quantify the intensity and extent of that 

exposure.. The assessment considers the current and potential future uses of the site, characterizes 

the potentially exposed populations, identifies the important exposure pathways, and quantifies 

the intake of each COC from each medium for each population at risk. The CSM depicting 

potential receptors and exposure pathways is presented on Figure 4-1. The exposure pathways 

quantitatively evaluated in the human health risk evaluation are the following: 

0 Current and future recreational visitors, i.e., onsite campers (adults and children), were 
evaluated for potential exposures to COCs via incidental ingestion, dermal contact, 
consumption of impacted biota. This category also includes occasional trespassers. 

Potential future onsite residents (adults and children) were evaluated for potential exposures 
to COCs via incidental ingestion, dermal contact, and consumption of impacted biota. 
Although the probability of this occurring is small, it was included as a benchmark. 

Potential future onsite campers, i.e., recreational visitors (adults and children), were evaluated 
for potential exposures to COCs via incidental ingestion, dermal contact, consumption of 
impacted biota. This category also includes occasional trespassers. 
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