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Mote :

#4) Butterfly valve shall be concentric type rubber lined internally.
#6) Copper pipe shall be 1ua|ad for cold and hot potable water pipes fitted on prefabricated bath rooms as per Manuflacturer's standard.

#7)  All cold potable water pipes and hot potable water pipes shall be insulated.
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PIPE TABLE (Steel pipe)
Mominal diameter | External Pipe wall thickness (mm)
diameltar Sch
A fmm) | B (inch) (mm) SGP [Sch.40|Sch.80 160 |STOMWT XIST | SXIST | XXIST
§ 1/8 mE | - - 24 - - - - -
10 3/8 17.3 2.3 2.3 3.2 - & E g =
15 102 21.7 2.8 2.8 " 4.7 - - o =
20 3/4 27.2 2.8 2.9 39 5.5 - = - =
25 1 34.0 3.2 34 4.5 6.4 - - - 9.0
i 11/4 42,7 3.5 3.8 4.9 6.4 - - = o
40 1 1/2 48.6 d:5 3.q 5.1 Tl - - - 10.0
50 2 60.5 3.8 3.9 5.5 8.7 - - - 11.0
65 21/2 76.3 4.2 5.2 7.0 8.5 = - - 14.0
80 3 80.1 4.2 5.5 7.6 1.1 16.0
100 4 114.3 4.5 6.0 8.6 13.5 - - - 18.0
125 5 139.8 4.5 6.6 9.5 15.9 - - = 20.0
150 6 165.2 5.0 ik 110 | 182 - - 22.0
200 8 218.3 5.8 8.2 12.7 - - - - 22.0
250 10 267 .4 6.6 9.3 - - 127 | 160 | 220
300 12 J18.5 6.9 - - 9.5 127 | 160 | 220
350 14 3556 7.9 - 9.5 12.7 | 16.0 | 220
400 16 406.4 7.9 - 9.5 12.7 | 160 | 22.0
450 18 457 .2 7.9 - 9.5 127 | 160 | 220
500 20 508.0 7.9 - 9.5 127 | 160 | 22.0
550 22 558.8 - - 9.5 12.7 16.0 22.0
600 24 G609.6 - - 95 12.7 16.0 22.0
650 26 660.4 - - 8.5 127 | 160 | 220
700 28 711.2 - - 9.5 12.7 16.0 22.0
750 30 762.0 - 9.5 127 | 180 | 220
. STPG370E or | STPG370E or STPG370S or STPT3T0E
Malnoal SGF | “sTPGaTDs or STPT370S or STPY400
Material;
SGP 15 Carbon sleel pipes for ordinary piping

STPG370E (STPG38E)
STPGA70S (STPG38S)
STPT370E (STPT38E)
STPT370S (STPT38S)
STPY400 (STPY41)

WIS Eleclric-resistance welded carbon steel pipes for pressure service
IS Seamless carbon sleel pipes for pressure service

:JIS Electric-resistance welded carbon steel pipes for high temperalure service
:JIS Seamless carbon steel pipes for high temperature service
15 Electric arc welded carbon steel pipe
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Series of pipe wall thickness Is as follows;

SGP
Sch.40
Sch.80
Sch.160
STDMWT
XIST
SKST -
AXIST

WIS SGP

WJIS Schedule 40
:JIS Schedule 80
WIS Schedule 160

Mitsubishi, Standard Weight

:Mitsubishi, Extra Strong
:Mitsubishi, Special-Extra Strong
:Mitsubishi, Double-Extra Strong




PIPE TABLE (Stainless steel pipe)

Nominal External Pipe wall thickness (mm)
diameter diameter

{mm) (mm} Sch.108 Sch.208 Sch.40 Sch.80
6 10.5 1.2 1.5 1.7 2.4
8 13.8 1.65 2.0 2.2 3.0
10 17.3 1.65 2.0 23 3.2
15 21.7 2.1 2.5 2.8 a7
20 27.2 2.1 25 29 39
25 3.0 . 2.8 3.0 34 4.5
az 427 28 a0 3.6 4.9
40 48.6 2.8 3.0 aif 5.1
50 60.5 2.8 3.5 3.9 5.5
65 76.3 3.0 3.5 6.2 7.0
a0 891 3.0 4.0 8.5 7.6
a0 101.6 3.0 4.0 8.7 8.1
100 114.3 3.0 4.0 6.0 8.6
125 139.8 34 5.0 6.6 9.5
150 165.2 3.4 5.0 s | 11.0
200 216.3 4.0 6.5 8.2 12.7
250 267 4 4.0 6.5 9.3 16.1
300 318.5 4.5 6.5 103 17.4

Material;  JIS SUS316TP : Stainless steal pipes
JIS SUS31ELTP ; Stalnless steel pipes
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PIPE TABLE (Mapress water pipe)

Nominal diameter Exlernal diameter Pipe wall thickness
{mm) (mm) (mm)
12 15 1.0
15 18 1.0
20 22 1.2
25 28 1.2
3z a5 1.5
40 42 1.8
60 54 1.8
65 76.1 2.0
a0 88.9 2.0
100 108 2.0

Material; Auslenilic stainless steel Cr-Ni-Mo steel
material No. 1.4401 to DIN 17455 (BS 316516)
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IPE er

Nominal External | Fipe wall thickness (mm)
diameter diameter
(mm) (mm) STDMWT XIST 70K Series
4 B 1.0 1.0 =
6 10 1.6 1.6 1.8
10 15 1.6 1.6 2.3
15 20 1.8 1.8 3.0
20 25 2.0 2.0 3.3
25 30 2.0 2.0 3.9
40 45 2.0 26
50 55 2.0 29
B5 70 2.6 3.5 =
80 85 26 4.0 -
100 110 " [ 5.0
125 140 3.5 6.0 =
150 160 4.0 7.0
200 210 4.5 B.O -

Malerial, JIS C1220 : Phosphorus-deoxidized copper seamless pipe
Mote:
1) Each series of pipe shall be applied depending on working pressure as follows.
STD/WT series (Mitsubishi, Standard Weight) : 5 kg/em?® & below
XIST series (Mitsubishi, Extra Strong) 10 kg/cm?* & below
70 K series : 70 kg/cm*® & below
2) Thickness of refrigerant pipe shall be in accordance with the manufacturer's standard.
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